
Moffett M8

Canada’s Truck-mounted Forklift

NEW
!



Meeting the needs of your business

The M8 is the versatile load handling solution

in businesses such as:

• Building products (lumber, brick, drywall)

• Roofing • Animal feed • Agriculture 

• Scaffolding • Emergency services... and

many more!

Fully equipped as standard

A lways expect the very best in standard

equipment from your M8.

• Seat be lt • Flashing beacon • Road lights

• Work lights • Differential lock

• Stabilisers • Safety door

• ROPS/FOPS (Rollover/Falling Object

Protective Structure)

Customised solutions

In addition to a comprehensive range of

standard equipment, every M8 is designed to

be flexible to incorporate a complete choice

of customised options. These include:

• Choice of tires

• Choice of forks

• Choice of lift he ights

• Attachments

In harmony with your vehicle

Moffett truck-mounted forklifts integrate

easily and efficiently w ith your truck or trailer.

They mount and dismount in less than 60

seconds – putting you in complete control of

the collection and de livery process.

In less than 60 seconds the Moffett truck-
mounted forklift can mount or dismount a
truck or trailer and be ready for work.
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Moffett M8

Superb performance

and reliability

The M8 is designed for a w ide

range of commercial and

industrial applications. Offering

high lift capacities, it is suitable

for operation both on paved

surfaces and rough conditions.

Distinguished by its user-

friendly characteristics, the M8

gives supreme performance

and re liability day in, day out.



The above specifications can be changed by the manufacturer without prior notice. *These values will vary depending on machine specification and type of mounting kit.

Ergonomics
• Increased operator space
• Improved visibility
• Easy-reach controls
Styling
• Streamlined design
• Composite rear door and bonnet
• Protected dashboard enclosure
• Redesigned overhead guard
Safety
• Lowered centre of gravity
• Enhanced road lights
• Lower ‘N’ Go (fast-mount system)
Maintenance
• New directional control pedal
• Improved mast components and hosting
• Removable hydraulic tank

• Moulded fue l tank w ith large
filler neck

• New leve l e lectrics
• Upgraded Kubota engine

M8 Features and Benefits

4-way mode ls also

carry loads sideways,

ideal when de livering

long loads into tight

access areas or

through narrow

doorways.

50.3 55.3 55.3PL
1 LIFT CAPACITY 5000 LBS @ 24” LOAD CENTRE 5500 LBS @ 24” LOAD CENTRE 5500 @ 24” LOAD CENTRE
2 ENGINE KUBOTA DIESEL 50 HP KUBOTA DIESEL 50 HP KUBOTA TURBODIESEL 60 HP
3 LIFT HEIGHT 120”/144” 120”/144” 120”/144”
4 STANDARD TIRES 31X15.5-15 31X15.5-15 31X15.5-15
5 DRIVE WHEELS 3 WHEEL 3 WHEEL 3 WHEEL
6 UNLADEN WEIGHT* 5924 LBS 5920 LBS 7084 LBS
7 OVERHANG* 60” 60” 60”
8 GROUND CLEARANCE 10.5” 10.5” 12.5”

55.4 70.3 80.3
1 LIFT CAPACITY 5500 LBS @ 24” LOAD CENTRE 7000 LBS @ 24” LOAD CENTRE 8000 LBS @ 24” LOAD CENTRE
2 ENGINE KUBOTA TURBODIESEL 50 HP KUBOTA TURBODIESEL 50 HP KUBOTA TURBODIESEL 50 HP
3 LIFT HEIGHT 120”/144” 120”/144” 120”/144”
4 STANDARD TIRES 31.5X13-16.5 F 31X15.5-15 R 31X15.5-15 12 PLY 31X15.5-15 12 PLY
5 DRIVE WHEELS 3 WHEEL 3 WHEEL 3 WHEEL
6 UNLADEN WEIGHT* 7240 LBS 6248 LBS 7010 LBS
7 OVERHANG* 60” 60” 60”
8 GROUND CLEARANCE 8.5” 10.5” 10.5”
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50.3 55.3 55.3PL
1 LIFT CAPACITY 2500 KG @ 600 MM LOAD CENTRE 3000 KG @ 600 MM LOAD CENTRE 3500 KG @ 600 MM LOAD CENTRE
2 ENGINE KUBOTA DIESEL 50 HP KUBOTA DIESEL 50 HP KUBOTA TURBODIESEL 50 HP
3 LIFT HEIGHT 3040 MM 3040 MM 3040 MM
4 STANDARD TIRES 29X12.5X15.5 29X12.5X15.5 29X12.5X15.5
5 DRIVE WHEELS 3 WHEEL 3 WHEEL 3 WHEEL
6 UNLADEN WEIGHT* 2530 KG 2630 KG 3130 KG
7 OVERHANG* 1475 MM 1475 MM 1475 MM
8 GROUND CLEARANCE 280 MM 280 MM 280 MM

55.4 70.3 80.3
1 LIFT CAPACITY 2500 KG @ 600 MM LOAD CENTRE 3000 KG @ 600 MM LOAD CENTRE 3500 KG @ 600 MM LOAD CENTRE
2 ENGINE KUBOTA TURBODIESEL 50 HP KUBOTA TURBODIESEL 50 HP KUBOTA TURBODIESEL 50 HP
3 LIFT HEIGHT 3040 MM 3040 MM 3040 MM
4 STANDARD TIRES 27X10-12 27X10-12 27X10-12
5 DRIVE WHEELS 3 WHEEL 3 WHEEL 3 WHEEL 
6 UNLADEN WEIGHT* 2810 KG 2910 KG 3410 KG
7 OVERHANG* 1450 MM 1475 MM 1475 MM
8 GROUND CLEARANCE 230 MM 230 MM 230 MM



Moffett Engineering Limited
Ardee Road
Dundalk
County Louth
Ire land

Moffett bv
Le ijester Hegedyk 25
NL-9071 XB Oude Le ije
Postbus 1
NL-9076 ZN St. Annaparochie
Netherlands

Te l: +353 (0)42 935 9500
Fax: +353 (0)42 935 9590
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Moffett M8


